
Each time the power is turned on, the host device 
readily looks for receiving anew SID from the 
child device that is the emitter 



Indefinite number of key or activation unit on the 
child device is touched or activated 



The child device sends data string containing the 
new set of FID and SID to the host device 



The host device uses the new set of FID and SID 
emitted from the child device as the renewed set of 
FID and SID 



Both the child and the host devices mutoally 
conduct wireless data transmission through the 
new set of FID and SID 
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Edit and de6ne the new set of HD and SID 
on the host device 






The new set of FED and SID is stared 
and displayed on the host device 






The host device emits data string containing the 
new set of HD and SID to the child device 







The child device uses the new set of HD and SID 
emitted from the host device as the renewed 
set of FID and SID 
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Both the chiM device and the host device mutually 
conduct wireless data transmission through the 
new set of FID and SID 
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At least one key or activation unit on the 
child device is operated 



Hie child device emits data string containing a set 
of FID and SID for a period of time 



At least one key or activation unit on 
the host device is operated 



The host device receives 
the new set of FED and SID 



The (Md device stares the new set of 
FID and SID in the memory 



Both child device and host device conduct wireless 
d ata transmission based on the of FID and SID 
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Select an identical set of FID and SID 
on both child device and host device 



410 



Use the child device as the emitter to send data 
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